Oxide semiconductor field-effect transistors (OSFETs) have been actively developed for display applications. The off-state current in an OSFET is more than ten orders of magnitude lower than that in a Si-FET [1]. Displays using OSFET backplanes achieve low power consumption through idling-stop (IDS) driving [2], which dramatically decreases the refresh rate when the flame image is static. The extremely low off-state current of the OSFET is applicable not only to displays but to various other applications. Recently, OSFET technology has been applied to ULSI memory [3][4][5][6]. When used as a pass transistor connected to a storage node (SN), an OSFET allows the long-time retention of electric charge in the SN. Unlike conventional DRAM, the memory with OSFET eliminates the need for frequent refresh operations and reduces the refresh power. Furthermore, the memory can perform power gating (PG) in the idle state, solving the problem of leakage power observed in conventional SRAM. Thus, OSFETs enable low-power ULSI. Figure 1 shows three types of OS memory with different features. DOSRAM (Dynamic Oxide Semiconductor RAM) [3] has a small number of elements (1T1C) and can achieve a small cell area. OSSRAM (Oxide Semiconductor Static RAM) [4] is a combined circuit that plays two roles. The normal-operation portion of the circuit operates as fast as conventional SRAM; however, it is volatile. The backup portion can retain data over a long period. In the idle state, the memory cell transfers data from the normal-operation portion to the backup portion and cuts the leakage power by performing PG. In the recovery operation, the memory cell restores the data from the backup portion to the normal-operation portion and immediately resumes its operation. The cell area and operation speed of NOSRAM (Nonvolatile Oxide Semiconductor RAM) [5] are between those of DOSRAM and OSSRAM. Multilevel NOSRAM [5] has also been proposed with the aim of reducing cost per bit. All kinds of OS memory can be simultaneously fabricated by the same process on the same substrate. When embedded in computer architecture, OS memory enables normally-off (N-off) operation, wherein CPU processing and idle state are operated in the power-on and power-gate modes, respectively. The N-off operation effectively reduces the power consumption by reducing the leakage power to substantially zero. For the N-off operation, the embedded memory should operate at a high speed (or backup and restore data at a high speed) and has to retain data over a long period in PG. These requirements are met by DOSRAM, NOSRAM, and OSSRAM. Figure 2 shows a die photograph and specifications of a prototype microprocessor with embedded DOSRAM. The performance of LSI devices will be further improved in the future by miniaturization, which increases the integration and leakage current of FETs. Therefore, lower power consumption will be particularly demanded. OS-LSI is a prospective candidate that achieves both higher performance and lower power consumption. In addition to memory devices, the OS technology will be adopted in global-shutter image sensors, nonvolatile FPGAs, analog circuits such as A/D convertors, neural networks, and other applications.

